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Table A-1: Corridor A Existing Weekday Peak Travel Time Savings by Direction 
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Table A-2: Corridor A 2035 Weekday Peak Travel Time Savings by Direction 

 

Medium Transitway (min) 0.00 0.00 1.95 1.95

Semi-Exclusive 

(BAT) Lane 

(min)

0.00 0.00 0.90 1.26

TSP (min) 1.52 1.63 1.52 1.63

Queue Jump (min) 1.06 0.60 1.06 0.60

Total (min) 2.58 2.23 5.42 5.44

Minutes per Mile Savings 0.13 0.11 0.26 0.27

Total Min savings +Queue 

Jump
2.58 2.23 5.73 5.72

Total Min/Mile savings 

+Queue Jump
0.13 0.11 0.28 0.28

Medium Transitway 0.00 0.00 1.95 1.95

Semi-Exclusive 

(BAT) Lane 

(min)

0.00 0.00 0.25 0.25

TSP (min) 0.53 1.76 0.62 0.62

Queue Jump (min) 0.13 0.00 0.00 0.00

Total (min) 0.65 1.76 2.82 2.82

Minutes per Mile Savings 0.03 0.09 0.14 0.14

Total Min savings +Queue 

Jump
0.65 1.76 3.88 3.69

Total Min/Mile savings 

+Queue Jump
0.03 0.09 0.19 0.18

Medium Transitway 0.00 0.00 3.90 3.90

Semi-Exclusive 

(BAT) Lane 

(min)

0.00 0.00 1.15 1.51

TSP (min) 2.05 3.39 2.14 2.25

Queue Jump (min)
1.18 0.60 1.06 0.60

Total (min)
3.23 3.99 8.24 8.26

Minutes per Mile Savings
0.16 0.19 0.40 0.40

Total Min savings +Queue 

Jump

3.23 3.99 9.61 9.41

Total Min/Mile savings 

+Queue Jump

0.16 0.19 0.47 0.46

Two Directional Travel 

Time Savings

Corridor A  Base Corridor  A Plus Improvements

AM Peak PM Peak AM Peak PM Peak

West Bound

Travel Time Savings

Corridor A  Base Corridor  A Plus Improvements

AM Peak PM Peak AM Peak PM Peak

East Bound

Travel Time Savings

Corridor A  Base Corridor  A Plus Improvements

AM Peak PM Peak AM Peak PM Peak
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Table A-3: Corridor A Travel Time Savings with Extended Queue Jumps 

Existing Potential Extended Queue Jump - Needed 
Improvements 

  
      

Intersection  

Existing 
Storage 

Length RTL 
(ft) 

Existing 
Queue 

Length TL 
(ft) 

Required 
Storage 
Length 

Extension 
(ft) 

Estimated 
Existing AM 

Peak Savings - 
Extended 

Queue Jump 
(min) 

Estimated 
Existing PM 

Peak Savings - 
Extended 

Queue Jump 
(min) 

WB - Archer Rd/SW 16th St 115 439 324 0.47 0.28 

WB - Archer Rd/Newell 170 236 66 0.16 0.0 

EB - Archer Rd/Center St 85 222 137 0.07 0.19 

EB - Newberry Rd/NW 66th 
St (bypass) 

145 302 157 0.22 0.22 

WB - Newberry Rd/NW 66th 
St 

0 568 568 0.25 0.25 

SB - NW 62nd Blvd/ NW 1st 
Pl 

276 1333 1057 0.00 0.75 

      
      2035 Potential Extended Queue Jump - Needed Improvements 

  
      

Intersection  

Existing 
Storage 

Length RTL 
(ft) 

2035 
Queue 

Length TL 
(ft) 

Required 
Storage 
Length 

Extension 
(ft) 

Estimated 
2035 AM Peak 

Savings - 
Extended 

Queue Jump 
(min) 

Estimated 2035 
PM Peak 
Savings - 
Extended 

Queue Jump 
(min) 

WB - Archer Rd/SW 16th St  115 405 290 0.47 0.47 

WB - Archer Rd/Newell   170 239 69 0.16 0.16 

EB - Archer Rd/Center St  85 223 138 0.07 0.07 

EB - Newberry Rd/NW 66th 
St (bypass) 

145 362 217 0.24 0.21 

WB - Newberry Rd/NW 66th 
St  

0 1115 1115 0.44 0.24 

SB - NW 62nd Blvd/ NW 1st 
Pl  

276 1333 1057 0.25 0.9 
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Table A-4: Corridor B Existing Weekday Peak Travel Time Savings by Direction 
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Table A-5: Corridor B 2035 Weekday Peak Travel Time Savings by Direction 
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Table A-6: Corridor B Travel Time Savings with Extended Queue Jumps 

Existing Potential Extended Queue Jump - Needed 
Improvements 

        

Intersection  

Existing 
Storage 
Length 
RTL (ft) 

Existing 
Queue 

Length TL 
(ft) 

Required 
Storage 
Length 

Extension 
(ft) 

Estimated 
Existing AM 

Peak 
Savings - 
Extended 

Queue Jump 
(min) 

Estimated 
Existing PM 
Peak Savings 
- Extended 

Queue Jump 
(min) 

WB - Archer Rd/SW 16th St  115 439 324 0.47 0.28 

WB - Archer Rd/Newell   170 236 66 0.16 0.0 

EB - Archer Rd/Center St  85 222 137 0.07 0.19 

EB- Archer Rd/Gale 
Lemerand 

85 222 137 0.19 0.0 

EB - Newberry Rd/NW 66th 
St (bypass) 

145 302 157 0.22 0.22 

WB - Newberry Rd/NW 66th 
St  

0 568 568 0.25 0.25 

WB - Archer Rd/ SW 16th 
Ave bypass  

0 100 100 0.12 0 

SB - NW 62nd Blvd/ NW 1st 
Pl  

276 1333 1057 0.00 0.75 

            2035 Potential Extended Queue Jump - Needed 
Improvements 

        

Intersection  

Existing 
Storage 
Length 
RTL (ft) 

2035 
Queue 

Length TL 
(ft) 

Required 
Storage 
Length 

Extension 
(ft) 

Estimated 
2035 AM 

Peak 
Savings - 
Extended 

Queue Jump 
(min) 

Estimated 
2035 PM 

Peak Savings 
- Extended 

Queue Jump 
(min) 

WB - Archer Rd/SW 16th St  115 405 290 0.47 0.47 

WB - Archer Rd/Newell   170 239 69 0.16 0.16 

EB - Archer Rd/Center St  85 223 138 0.07 0.07 

EB - Newberry Rd/NW 66th 
St (bypass) 

145 362 217 0.24 0.21 

WB - Newberry Rd/NW 66th 
St  

0 1115 1115 0.44 0.24 

WB - Archer Rd/ SW 16th 
Ave bypass  

0 100 100 0.08 0.13 

SB - NW 62nd Blvd/ NW 1st 
Pl  

276 1333 1057 0.25 0.9 
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Figure B-1: Corridor A Running-Way Concept Plans 
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Figure B-2: Corridor A Running-Way Concept Plans (Cont) 

 

 
















































































































































